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PRESSURE GAUGES    

 
2.5” DIAMETER STAINLESS STEEL CASE 

LIQUID FILLED 
1/4” NPT BOTTOM INLET 

PART# LIST DESCRIPTION  

 

250-015-SS 18.50 2.5” @ 0 – 15  PSI 

250-030-SS 18.50 2.5” @ 0 – 30 PSI 

250-060-SS 18.50 2.5” @ 0 – 60 PSI 

250-100-SS 18.50 2.5” @ 0 – 100 PSI 

250-160-SS 18.50 2.5” @ 0 – 160 PSI 

250-200-SS 18.50 2.5” @ 0 – 200 PSI 

250-300-SS 18.50 2.5” @ 0 – 300 PSI 

250-400-SS 18.50 2.5” @ 0 – 400 PSI 

250-1000-SS 18.50 2.5” @ 0 – 1000 PSI 

 

Universal Sales FX: 888-998-7998 Effective: 1-1-22 Page 3 ALL ABOVE = CODE A 

Pressure Gauge Installation and Operation 

(consult ANSI B40.l for additional data) 
WARNING 
Read before installing or using gauge. Misuse of this product may cause explosion and personal injury. Safety glasses are recommended when 
working with pressurized equipment. 
 
INSTALLATION: 
 Never hand-tighten a gauge by its body; always use the wrench flats. Mount the gauge at or below eye level to reduce parallax errors 
(visual angle errors). Be sure the case is not distorted by miss-located or over torqued mounting. To avoid contaminating the pressure 
measuring system in the gauge, leave the protective cap on the connection fitting until just before the line connection is made.  If a thread 
sealant, such as Teflon tape, is used, be sure the sealant is compatible with the contact fluids.  For example, never use Teflon tape in the 
presence of silicon; use rector seal instead. Using the wrench flats, make the fitting up to proper tightness to prevent leakage.  Do NOT, 
however, over tighten the fittings since they may then be damaged beyond repair.  Do NOT use the gauge case to screw the gauge into place 
on the line fitting. 
 
PRESSURE RANGE:  
 Gauge dial range should be twice the intended operating pressure range. Never allow dynamic pressure to be applied beyond 90% of 
the scale. Please take into consideration possible spikes of overpressure; even those of short duration will cause impairment or failure. 
 
VIBRATION:  
 Isolate gauge from sources of vibration to avoid wear to movement, which results in decreased accuracy. Mounting the gauge 
remotely from the vibration via 1/4" copper or SS tubing is best. 
 
PULSATION: 
 Excessive pulsations may cause substantial premature wear or work-hardening of the metallic parts and subsequent failure. Gauge 
readability may also be reduced dramatically due to pointer flutter.  The liquid fill will help compensate pointer flutter. 
 
TEMPERATURE:  
 Temperature of the media entering the gauge should never exceed 1500F/650C .  As in vibration, the best method to solve high 
temperatures is to run a copper or other material coil of 6' or longer, so that the temperature has been reduced before entering the gauge. Some 
diaphragm seals with or without remote capillary can sometimes also be used for this purpose; due to the expense and possible additional 
errors in accuracy, this is done usually only when solidification through temperature variations can take place. 
 Due to temperature changes of the atmosphere surrounding the installed pressure gauge, pressure may build up inside the gauge 
body.  This may cause the gauge to read incorrectly.  To alleviate this pressure, remove the rubber plug on the top of the gauge body, and let 
the pressure equalize.  Replace the rubber plug once pressure is equalized.  It is also acceptable to cut the tip of the rubber plug off, leaving a 
small hole for air to escape as needed.  Note that this method works best when the gauge is installed vertically, so the liquid fill will not leak out. 
 
CORROSION:  
 All wetted parts of the gauge must be resistant to the process fluid utilized. A diaphragm seal (available in plastic, for example) or an 
in-line isolator with the proper elastomer might be used with corrosive fluids.  Never use standard glycol or glycerin filled gauges for applications 
involving strong oxidizing agents, including (but not limited to) oxygen, chlorine, nitric acid, and hydrogen peroxide. These substances can 
combine explosively with a standard glycerin fill. Typically an inert liquid fill, such as Fluorolube or Halocarbon is used with strong oxidizers. 
These, however, are never to be used with aluminum or magnesium. 

Tuf-Skin  



Tuf-Skin Traveling Nut Operator 

TNO-3 for 16”-18” valves 

TNO-3 = 108:1 RATIO = approximately 27 Turns to open or close 
(Number of turns is similar to gate valves.) 

TNO-1 for 2”-5” valves 
TNO-2 for 6”-14” valves 

ADJUSTABLE 
STOP COLLARS 

DUCTILE IRON 
TRAVELING NUT 

DUCTILE IRON OUTPUT YOKE 
WITH 4 KEYWAYS FOR 

MULTIPLE MOUNTING POSITIONS 
DUCTILE IRON 

HOUSING 

HIGH TENSILE END 
COVERS WITH HEAT 

TREATED BOLTS 

2” SQUARE NUT 
OR HAND WHEEL 
ON INPUT SHAFT 

TNO-2 = 34 LBS OF 
HEAVY DUTY IRON! 

TNO-1 = 108:1 RATIO = approximately 27 Turns to open or close 
TNO-2 = 154:1 RATIO = approximately 38.5 Turns to open or close 

(Number of turns is similar to gate valves.) 

HIGH TENSILE 
INPUT SCREW 

SHAFT 

TNO-3 = 54 LBS OF 
HEAVY DUTY IRON! 

ACME THREAD 
INPUT SHAFT 

EXTERNALLY 
ADJUSTABLE 
STOP BOLTS 

2” SQUARE NUT 
OR HAND WHEEL 
ON INPUT SHAFT 

DUCTILE IRON 
TRAVELING NUT 

DUCTILE IRON OUTPUT YOKE 
WITH 4 KEYWAYS FOR 

MULTIPLE MOUNTING POSITIONS 

HIGH TENSILE END 
COVERS WITH HEAT 

TREATED BOLTS 
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The traveling nut operator is designed for high torque 
conditions, to withstand the most severe applications. 

TNO vs. WGO 
 

 The TNO is better suited than a worm gear for installations 
where high input torque may occur, such as buried service.  
Because of the TNO size, weight, material, and design, it can 
withstand more input torque than worm gears.  The TNO 
exceeds the AWWA specification requiring 300 ft/lbs of input 
torque at the stops without damage. 

B-0800-WBS B-0800-TNO-BS 

 The TNO have the same 
mounting patterns as the WGO and 
are compatible with all Tuf-Skin 
accessories such as the VSE (valve 
stem extensions). 

TNO will 
retrofit WGO 
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 PART# LIST DESCRIPTION LBS. 
BUTTERFLY VALVES – Traveling Nut Operated with Hand Wheel  
 

 B-0200-TNO-HW 373.00 2” wafer BFV + TNO-1-02/05-HW 21 
 B-0250-TNO-HW 385.00 2.5” wafer BFV + TNO-1-02/05-HW 23 
 B-0300-TNO-HW 407.00 3” wafer BFV + TNO-1-02/05-HW 24 
 B-0400-TNO-HW 434.00 4” wafer BFV + TNO-1-02/05-HW 28 
 B-0500-TNO-HW 479.00 5” wafer BFV + TNO-1-02/05-HW 31 
 B-0600-TNO-HW 563.00 6”  wafer BFV + TNO-2-06/08-HW 57 
 B-0800-TNO-HW 669.00 8”  wafer BFV + TNO-2-06/08-HW 65 
 B-1000-TNO-HW 872.00 10”  wafer BFV + TNO-2-10/12-HW 82 
 B-1200-TNO-HW 1,086.00 12”  wafer BFV + TNO-2-10/12-HW 99 
 B-1400-TNO-HW 1,520.00 14”  wafer BFV + TNO-2-14-HW 140 
 B-1600-TNO-HW 2,280.00 16”  wafer BFV + TNO-3-16/18-HW 214 
 B-1800-TNO-HW 3,380.00 18”  wafer BFV + TNO-3-16/18-HW 264 

 
SEE PAGE 14 FOR VSE (VALVE STEM EXTENSIONS) 

 
 
BUTTERFLY VALVES – Traveling Nut Operated Buried Service  
 
 B-0200-TNO-BS 355.00 2” wafer BFV + TNO-1-02/05-BS 22 
 B-0250-TNO-BS 367.00 2.5” wafer BFV + TNO-1-02/05-BS 24 
 B-0300-TNO-BS 389.00 3” wafer BFV + TNO-1-02/05-BS 25 
 B-0400-TNO-BS 416.00 4” wafer BFV + TNO-1-02/05-BS 29 
 B-0500-TNO-BS 461.00 5” wafer BFV + TNO-1-02/05-BS 33 
 B-0600-TNO-BS 541.00 6” wafer BFV + TNO-2-06/08-BS 55 
 B-0800-TNO-BS 647.00 8” wafer BFV + TNO-2-06/08-BS 64 
 B-1000-TNO-BS 856.00 10” wafer BFV + TNO-2-10/12-BS 82 
 B-1200-TNO-BS 1,070.00 12” wafer BFV + TNO-2-10/12-BS 99 
 B-1400-TNO-BS 1,500.00 14”  wafer BFV + TNO-2-14-BS 139 
 B-1600-TNO-BS 2,260.00 16”  wafer BFV + TNO-3-16/18-BS 214 
 B-1800-TNO-BS 3,360.00 18”  wafer BFV + TNO-3-16/18-BS 264 
 

 

BUTTERFLY VALVES – WORM GEAR OPERATED with Hand Wheel  
 
 B-0200-W 307.00 2” BFV + WGO-0-02/05-HW 17 
 B-0250-W 319.00 2.5” BFV + WGO-0-02/05-HW 18 
 B-0300-W 341.00 3” BFV + WGO-0-02/05-HW 18 
 B-0400-W 368.00 4” BFV + WGO-0-02/05-HW 22 
 B-0500-W 413.00 5” BFV + WGO-0-02/05-HW 25 
 B-0600-W 487.00 6” BFV + WGO-1-06/08-HW 35 
 B-0800-W 593.00 8” BFV + WGO-1-06/08-HW 45 
 B-1000-W 800.00 10” BFV + WGO-1-10/12-HW 65 
 B-1200-W 1014.00 12” BFV + WGO-1-10/12-HW 77 
 B-1400-W 1,440.00 14” BFV + WGO-2-14-HW 122 
 B-1600-W 2,150.00 16” BFV + WGO-3-16/18-HW 190 
 B-1800-W 3,250.00 18” BFV + WGO-3-16/18-HW 240 
 B-2000-W 3,880.00 20” BFV + WGO-4-20-HW 395 
 B-2400-W 5,850.00 24” BFV + WGO-4-24-HW 525 
 B-3000-W call 30” BFV + WGO-30-HW 900 
 B-3600-W call 36” BFV + WGO-36-HW 1400 
 UB-4200-W call 42” U-Type BFV + WGO-42-HW 2900 
 

SEE PAGE 14 FOR VSE (VALVE STEM EXTENSIONS) 
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 PART# LIST DESCRIPTION LBS. 
BUTTERFLY VALVES – WORM GEAR OPERATED Buried Service  
 
 B-0200-WBS 323.00 2” BFV + WGO-0-02/05-BS 17 
 B-0250-WBS 335.00 2.5” BFV + WGO-0-02/05-BS 18 
 B-0300-WBS 357.00 3” BFV + WGO-0-02/05-BS 18 
 B-0400-WBS 384.00 4” BFV + WGO-0-02/05-BS 22 
 B-0500-WBS 429.00 5” BFV + WGO-0-02/05-BS 26 
 B-0600-WBS 505.00 6” BFV + WGO-1-06/08-BS 37 
 B-0800-WBS 611.00 8” BFV + WGO-1-06/08-BS 44 
 B-1000-WBS 822.00 10” BFV + WGO-1-10/12-BS 62 
 B-1200-WBS 1,036.00 12” BFV + WGO-1-10/12-BS 77 
 B-1400-WBS 1,472.00 14” BFV + WGO-2-14-BS 122 
 B-1600-WBS 2,200.00 16” BFV + WGO-3-16/18-BS 190 
 B-1800-WBS 3,300.00 18” BFV + WGO-3-16/18-BS 240 
 B-2000-WBS 3,908.00 20” BFV + WGO-4-20-BS 395 
 B-2400-WBS 5,878.00 24” BFV + WGO-4-24-BS 525 
 B-3000-WBS call 30” BFV + WGO-30-BS 900 
 B-3600-WBS call 36” BFV + WGO-36-BS 1400 
 UB-4200-WBS call 42” U-Type BFV + WGO-42-BS 2900 
 

BUTTERFLY VALVES – LEVER OPERATED  
 
 B-0200-L 162.00 2” BFV + LHO-05 operator 8 
 B-0250-L 174.00 2.5” BFV + LHO-05 operator 9 
 B-0300-L 196.00 3” BFV + LHO-05 operator 10 
 B-0400-L 229.00 4” BFV + LHO-10 operator 17 
 B-0500-L 274.00 5” BFV + LHO-10 operator 21 
 B-0600-L 347.00 6” BFV + LHO-15 operator 32 
 B-0800-L 453.00 8” BFV + LHO-15 operator 40 
 B-1000-L 622.00 10” BFV + LHO-15 operator 57 
 B-1200-L 836.00 12” BFV + LHO-15 operator 73 
 

BUTTERFLY VALVES – SQUARE NUT OPERATED  
 
 B-0200-SNO 197.00 2” BFV + SNO-1 operator 11 
 B-0250-SNO 209.00 2.5” BFV + SNO-1 operator 12 
 B-0300-SNO 231.00 3” BFV + SNO-1 operator 14 
 B-0400-SNO 258.00 4” BFV + SNO-1 operator 18 
 B-0500-SNO 303.00 5” BFV + SNO-1 operator 23 
 B-0600-SNO 351.00 6” BFV + SNO-2 operator 30 
 B-0800-SNO 457.00 8” BFV + SNO-2 operator 37 
 

BUTTERFLY VALVES – STUB END   
 
 B-0200-S 119.00 2”  BFV less operator 6 
 B-0250-S 131.00 2.5” BFV less operator 7 
 B-0300-S 153.00 3” BFV less operator 7 
 B-0400-S 180.00 4” BFV less operator 13 
 B-0500-S 225.00 5” BFV less operator 18 
 B-0600-S 273.00 6” BFV less operator 24 
 B-0800-S 379.00 8” BFV less operator 33 
 B-1000-S 548.00 10” BFV less operator 50 
 B-1200-S 762.00 12” BFV less operator 66 
 B-1400-S 1,110.00 14” BFV less operator 100 
 B-1600-S 1,580.00 16” BFV less operator 160 
 B-1800-S 2,680.00 18” BFV less operator 210 
 B-2000-S 3,180.00 20” BFV less operator 325 
 B-2400-S 5,150.00 24” BFV less operator 455 
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Tuf-Skin Valve 
LUG STYLE BODY 
BUTTERFLY VALVE 

 
Lug style is easier 

and faster to install. 
 

Perfect for end of line situations that 
require future expansion. 

There is no need to drain the existing 
line.  Simply bolt on the new line and 

open the valve. 

 
 

Available in 2” to 18” diameters.  
150 PSI. 

 
Same face to face dimension 

as wafer style body. 
(easy to retro-fit) 

 PART# LIST  DESCRIPTION LBS 
LUG STYLE VALVE – LEVER OPERATED       
 

 LB-0200-L  189.00 2” LUG VALVE + LHO-05 9 

 LB-0250-L  201.00 2.5” LUG VALVE + LHO-05 10 

 LB-0300-L  216.00 3” LUG VALVE + LHO-05 11 

 LB-0400-L  266.00 4” LUG VALVE + LHO-10 23 

 LB-0500-L  319.00 5” LUG VALVE + LHO-10 26 

 LB-0600-L  424.00 6” LUG VALVE + LHO-15 38 

 LB-0800-L  554.00 8” LUG VALVE + LHO-15 49 

 LB-1000-L  754.00 10” LUG VALVE + LHO-15 74 

 LB-1200-L  1,048.00 12” LUG VALVE + LHO-15 97 

 

LUG STYLE VALVE – Traveling Nut Operated with Hand Wheel  
 

 LB-0200-TNO-HW  400.00 2” LUG VALVE + TNO-1-02/05-HW 21 

 LB-0250-TNO-HW  412.00 2.5” LUG VALVE + TNO-1-02/05-HW 22 

 LB-0300-TNO-HW  427.00 3” LUG VALVE + TNO-1-02/05-HW 23 

 LB-0400-TNO-HW  471.00 4” LUG VALVE + TNO-1-02/05-HW 32 

 LB-0500-TNO-HW  524.00 5” LUG VALVE + TNO-1-02/05-HW 38 

 LB-0600-TNO-HW  640.00 6” LUG VALVE + TNO-2-06/08-HW 64 

 LB-0800-TNO-HW  770.00 8” LUG VALVE + TNO-2-06/08-HW 73 

 LB-1000-TNO-HW  1,004.00 10” LUG VALVE + TNO-2-10/12-HW 96 

 LB-1200-TNO-HW  1,298.00 12” LUG VALVE + TNO-2-10/12-HW 127 

 LB-1400-TNO-HW  1,946.00 14” LUG VALVE + TNO-2-14-HW 165 

 LB-1600-TNO-HW  3,420.00 16” LUG VALVE + TNO-3-16/18-HW 254 

 LB-1800-TNO-HW  4,620.00 18” LUG VALVE + TNO-3-16/18-HW 314 

SEE PAGE 14 FOR VSE (VALVE STEM EXTENSIONS) 
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 PART# LIST  DESCRIPTION LBS 
LUG STYLE VALVE – WORM GEAR OPERATED with Hand Wheel 
 

 LB-0200-W  334.00 2” LUG VALVE + WGO-0-02/05-HW 18 

 LB-0250-W  346.00 2.5” LUG VALVE + WGO-0-02/05-HW 19 

 LB-0300-W  361.00 3” LUG VALVE + WGO-0-02/05-HW 20 

 LB-0400-W  405.00 4” LUG VALVE + WGO-0-02/05-HW 26 

 LB-0500-W  458.00 5” LUG VALVE + WGO-0-02/05-HW 32 

 LB-0600-W  564.00 6” LUG VALVE + WGO-1-06/08-HW 42 

 LB-0800-W  694.00 8” LUG VALVE + WGO-1-06/08-HW 53 

 LB-1000-W  932.00 10” LUG VALVE + WGO-1-10/12-HW 79 

 LB-1200-W  1,226.00 12” LUG VALVE + WGO-1-10/12-HW 105 

 LB-1400-W  1,866.00 14” LUG VALVE + WGO-2-14-HW 147 

 LB-1600-W  3,290.00 16” LUG VALVE + WGO-3-16/18-HW 230 

 LB-1800-W  4,490.00 18” LUG VALVE + WGO-3-16/18-HW 290 

 

SEE PAGE 14 FOR VSE (VALVE STEM EXTENSIONS) 
 

LUG STYLE VALVE – WORM GEAR OPERATED Buried Service  
 

 LB-0200-WBS  350.00 2” LUG VALVE + WGO-0-02/05-BS 18 

 LB-0250-WBS  362.00 2.5” LUG VALVE + WGO-0-02/05-BS 19 

 LB-0300-WBS  377.00 3” LUG VALVE + WGO-0-02/05-BS 20 

 LB-0400-WBS  421.00 4” LUG VALVE + WGO-0-02/05-BS 26 

 LB-0500-WBS  474.00 5” LUG VALVE + WGO-0-02/05-BS 33 

 LB-0600-WBS  582.00 6” LUG VALVE + WGO-1-06/08-BS 44 

 LB-0800-WBS  712.00 8” LUG VALVE + WGO-1-06/08-BS 52 

 LB-1000-WBS  954.00 10” LUG VALVE + WGO-1-10/12-BS 76 

 LB-1200-WBS  1,248.00 12” LUG VALVE + WGO-1-10/12-BS 105 

 LB-1400-WBS  1,898.00 14” LUG VALVE + WGO-2-14-BS 147 

 LB-1600-WBS  3,340.00 16” LUG VALVE + WGO-3-16/18-BS 230 

 LB-1800-WBS  4,540.00 18” LUG VALVE + WGO-3-16/18-BS 290 

  

LUG STYLE VALVE – Traveling Nut Operated Buried Service  
 
 LB-0200-TNO-BS  382.00 2” LUG VALVE + TNO-1-02/05-BS 22 

 LB-0250-TNO-BS  394.00 2.5” LUG VALVE + TNO-1-02/05-BS 23 

 LB-0300-TNO-BS  409.00 3” LUG VALVE + TNO-1-02/05-BS 24 

 LB-0400-TNO-BS  453.00 4” LUG VALVE + TNO-1-02/05-BS 33 

 LB-0500-TNO-BS  506.00 5” LUG VALVE + TNO-1-02/05-BS 40 

 LB-0600-TNO-BS  618.00 6” LUG VALVE + TNO-2-06/08-BS 62 

 LB-0800-TNO-BS  748.00 8” LUG VALVE + TNO-2-06/08-BS 72 

 LB-1000-TNO-BS  988.00 10” LUG VALVE + TNO-2-10/12-BS 96 

 LB-1200-TNO-BS  1,282.00 12” LUG VALVE + TNO-2-10/12-BS 127 

 LB-1400-TNO-BS  1,926.00 14” LUG VALVE + TNO-2-14-BS 164 

 LB-1600-TNO-BS  3,400.00 16” LUG VALVE + TNO-3-16/18-BS 254 

 LB-1800-TNO-BS  4,600.00 18” LUG VALVE + TNO-3-16/18-BS 314 
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OM series high quality electric actuators now 

available on Tuf-Skin valves! 
We are now stocking OM series actuators.  Standard features include: 

NEMA-4X enclosure, position indicator on top, clutch free manual override with hand wheel, 

high alloy steel gear trains, and space heater with thermostat to prevent condensation. 

Modulating controllers, local control units, and other options are available. 

 
 PART# LIST DESCRIPTION 
BUTTERFLY VALVES + OM ELECTRIC ACTUATORS  
   sec to open LBS 
 B-0200-OM2 2,642.00 2” WAFER BFV + 120VAC OM2 15 32 
 B-0250-OM2 2,654.00 2.5” WAFER BFV + 120VAC OM2 15 33 
 B-0300-OM2 2,676.00 3” WAFER BFV + 120VAC OM2 15 33 
 B-0400-OM2 2,703.00 4” WAFER BFV + 120VAC OM2 15 39 
 B-0500-OM2 2,748.00 5” WAFER BFV + 120VAC OM2 15 42 
 B-0600-OM3 3,288.00 6” WAFER BFV + 120VAC OM3 22 59 
 B-0800-OM3 3,394.00 8” WAFER BFV + 120VAC OM3 22 68 
 B-1000-OM4 4,325.00 10” WAFER BFV + 120VAC OM4 16 90 
 B-1200-OM4 4,539.00 12” WAFER BFV + 120VAC OM4 16 105 
 B-1400-OM5 5,530.00 14” WAFER BFV + 120VAC OM5 22 150 
 B-1600-OM6 call 16” WAFER BFV + 120VAC OM6 28 230 
 B-1800-OM7 call 18” WAFER BFV + 120VAC OM7 46 280 
 B-2000-OM8 call 20” WAFER BFV + 120VAC OM8 46 435 
 B-2400-OM9 call 24” WAFER BFV + 120VAC OM9 58 565 
 
 LB-0200-OM2 2,669.00 2” LUG BFV + 120VAC OM2  15 33 
 LB-0250-OM2 2,681.00 2.5” LUG BFV + 120VAC OM2 15 34 
 LB-0300-OM2 2,696.00 3” LUG BFV + 120VAC OM2 15 35 
 LB-0400-OM2 2,740.00 4” LUG BFV + 120VAC OM2 15 43 
 LB-0500-OM2 2,793.00 5” LUG BFV + 120VAC OM2 15 49 
 LB-0600-OM3 3,365.00 6” LUG BFV + 120VAC OM3 22 66 
 LB-0800-OM3 3,495.00 8” LUG BFV + 120VAC OM3 22 76 
 LB-1000-OM4 4,457.00 10” LUG BFV + 120VAC OM4 16 104 
 LB-1200-OM4 4,751.00 12” LUG BFV + 120VAC OM4 16 133 
 LB-1400-OM5 5,956.00 14” LUG BFV + 120VAC OM5 22 175 
 LB-1600-OM6 call 16” LUG BFV + 120VAC OM6 28 270 
 LB-1800-OM7 call 18” LUG BFV + 120VAC OM7 46 330 
 

SEE PAGE 11 FOR RELAYS 
 

MOUNTING KIT FOR OM SERIES ACTUATORS  
 
 OM2-K2-5  123.00 Mounting kit only for OM2 on 2”-5”  
 OM3-K6-8  145.00 Mounting kit only for OM3 on 6”-8”  
 OM4-K10-12  197.00 Mounting kit only for OM4 on 10”-12”  
 OM5-K14  240.00 Mounting kit only for OM5 on 14”  
 OM6-K16  call Mounting kit only for OM6 on 16”  
 OM7-K18  call Mounting kit only for OM7 on 18”  
 OM8-K20  call Mounting kit only for OM8 on 20”  
 OM9-K24  call Mounting kit only for OM9 on 24”  
 

OM SERIES ELECTRICAL ACTUATORS ONLY  
    amps @LR sec to 90o LBS 
 OM2 2,400.00 FOR 2” - 5” 1.6 15 25 
 OM3 2,870.00 FOR 6” - 8” 1.6 22 25 
 OM4 3,580.00 FOR 10” - 12” 3.6 16 45 
 OM5 4,180.00 FOR 14” 3.6 22 45 
 OM6 call FOR 16” 3.6 28 45 
 OM7 call FOR 18” 9.0 46 71 
 OM8 call FOR 20” 9.0 46 71 
 OM9 call FOR 24” 5.9 58 157 
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Includes: 
  Mounting Bracket 
  Shaft Adapter 
  Hardware 



RELAYS & CONTROLS FOR OM & MAR ELECTRICAL ACTUATORS  
 
 RELAY-120VAC 78.00 120VAC  RELAY FOR 120VAC RCS 
 RELAY-24VAC 123.00 24VAC  RELAY FOR 120VAC RCS 
 RELAY-12VDC 78.00 12VDC  RELAY FOR 120VAC RCS 

 
Other relay voltages available. 

Call for price & availability. 
 
 RELAY-KIT-OM 22.00 KIT ONLY TO INSTALL RELAY INSIDE OM SERIES 
 
 RELAY-KIT-MAR 45.00 KIT ONLY TO INSTALL RELAY INSIDE MAR SERIES 

 
Mounts relay inside of actuator.  Specify if valve is to be normally open or normally closed. 

 
 
 OMP-MC CALL MODULATING CONTROLLER FOR OM ACTUATORS  
   Input: 4-20mA, 1-5V, 2-10V 
   Output: 4-20mA, 2-10V 

EXAMPLE FOR RELAY USE WITH ELECTRIC ACTUATORS  
 
 When a 24 Volt AC relay is installed inside the 120VAC actuator, the MGO butterfly valve 
can be controlled by a standard irrigation controller in the same manner as a solenoid valve.  
Note that in addition to the control voltage, you must also run the 120 Volt AC power supply to 
the actuator.  The actuator can be set up for normally open or normally closed operation. 

Please call for wiring diagrams or more information regarding use of relays. 

(solenoid diaphragm valve) (solenoid diaphragm valve) (B-0800-MAR) 

ZONE 1 ZONE 2 ZONE 3 ZONE 4 

(B-0800-OM3) 

Emergency 
cut off switch 

4 ZONE CONTROLLER 
 
 
 
 
 
 
 
 
 
 
 
 
 

(24VAC OUTPUT) 

120 VOLT AC 
POWER SUPPLY 
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 PART# LIST DESCRIPTION 
BUTTERFLY VALVES WITH MAR ELECTRIC ACTUATORS  
   sec to open LBS 
 B-0200-MAR  2” WAFER BFV + 120VAC RCS 30 32 
 B-0250-MAR  2.5” WAFER BFV + 120VAC RCS 30 33 
 B-0300-MAR  3” WAFER BFV + 120VAC RCS 30 33 
 B-0400-MAR  4” WAFER BFV + 120VAC RCS 30 39 
 B-0500-MAR  5” WAFER BFV + 120VAC RCS 30 42 
 B-0600-MAR  6” WAFER BFV + 120VAC RCS 30 59 
 B-0800-MAR  8” WAFER BFV + 120VAC RCS 30 68 
 B-1000-MAR  10” WAFER BFV + 120VAC RCS 75 90 
 B-1200-MAR  12” WAFER BFV + 120VAC RCS 75 105 
 B-1400-MAR  14” WAFER BFV + 120VAC RCS 75 150 
 B-1600-MAR  16” WAFER BFV + 120VAC RCS 63 230 
 B-1800-MAR  18” WAFER BFV + 120VAC RCS 63 280 
 B-2000-MAR  20” WAFER BFV + 120VAC RCS 100 435 
 B-2400-MAR  24” WAFER BFV + 120VAC RCS 100 565 
 
 LB-0200-MAR  2” LUG BFV + 120VAC RCS  30 33 
 LB-0250-MAR  2.5” LUG BFV + 120VAC RCS 30 34 
 LB-0300-MAR  3” LUG BFV + 120VAC RCS 30 35 
 LB-0400-MAR  4” LUG BFV + 120VAC RCS 30 43 
 LB-0500-MAR  5” LUG BFV + 120VAC RCS 30 49 
 LB-0600-MAR  6” LUG BFV + 120VAC RCS 30 66 
 LB-0800-MAR  8” LUG BFV + 120VAC RCS 30 76 
 LB-1000-MAR  10” LUG BFV + 120VAC RCS 75 104 
 LB-1200-MAR  12” LUG BFV + 120VAC RCS 75 133 
 LB-1400-MAR  14” LUG BFV + 120VAC RCS 75 175 
 LB-1600-MAR  16” LUG BFV + 120VAC RCS 63 270 
 LB-1800-MAR  18” LUG BFV + 120VAC RCS 63 330 
 

 
 

SEE PAGE 11 FOR RELAYS 
 

 

MGO ADAPTER FOR MAR ACTUATORS  
 
   ratio #turns LBS 
 MGO-1-02/05 410.00 MGO gear box only for 2”-5” 15:1 3.75 13 
 MGO-1-06/08 410.00 MGO gear box only for 6”-8” 15:1 3.75 14 
 MGO-1-10/12 410.00 MGO gear box only for 10”-12” 15:1 3.75 14 
 MGO-2-14  470.00 MGO gear box only for 14” 15:1 3.75 30 
 MGO-3-16/18 750.00 MGO gear box only for 16”-18” 50:1 12.5 40 
 MGO-4-20  960.00 MGO gear box only for 20” 80:1 20.0 80 
 MGO-4-24  960.00 MGO gear box only for 24” 80:1 20.0 80 

 
 
MAR SERIES ELECTRICAL ACTUATORS ONLY  
 

   sec to 360o #turns amps @LR LBS 
 MAR-10-2-4  FOR 2” - 5” MGO 8 3.75 0.60 14 
 MAR-50-2-4  FOR 6” - 8” MGO 8 3.75 2.20 15 
 MAR-90-5-4  FOR 10” - 14” MGO 20 3.75 1.55 15 
 MAR-120-1.25-13  FOR 16” - 18” MGO 5 12.5 7.40 35 
 MAR-120-1.25-26  FOR 20” - 24” MGO 5 20.0 7.40 35 

ALL ABOVE = CODE A Universal Sales PH: 541-998-9999 Page 12 Effective: 1-1-22 

MAR series electric actuators 

Please 
call for 
pricing 

Please 
call for 
pricing 

Please 
call for 
pricing 



Universal Sales FX: 888-998-7998 ALL ABOVE = CODE A Page 13 

Pneumatic actuators are sized to function with 90psi air supply. 

For other pressures or more information, please contact us. 
 
 PART# LIST DESCRIPTION 
BUTTERFLY VALVES – PNEUMATIC DOUBLE ACTING  
 (Double Acting = air pressure to open and air pressure to close) 

  

 B-0200-PDA  2” Pneumatic Double Acting BFV 

 B-0250-PDA  2.5” Pneumatic Double Acting BFV 

 B-0300-PDA  3” Pneumatic Double Acting BFV 

 B-0400-PDA  4” Pneumatic Double Acting BFV 

 B-0500-PDA  5” Pneumatic Double Acting BFV 

 B-0600-PDA  6” Pneumatic Double Acting BFV 

 B-0800-PDA  8” Pneumatic Double Acting BFV 

 B-1000-PDA  10” Pneumatic Double Acting BFV 

 B-1200-PDA  12” Pneumatic Double Acting BFV 

 

 For sizes above 12” please call for a quote 

 

 

 

 

BUTTERFLY VALVES – PNEUMATIC SPRING RETURN  
 (Spring Return = air pressure to open and spring pressure to close) 

  

 B-0200-PSR  2” Pneumatic Spring Return BFV 

 B-0250-PSR  2.5” Pneumatic Spring Return BFV 

 B-0300-PSR  3” Pneumatic Spring Return BFV 

 B-0400-PSR  4” Pneumatic Spring Return BFV 

 B-0500-PSR  5” Pneumatic Spring Return BFV 

 B-0600-PSR  6” Pneumatic Spring Return BFV 

 B-0800-PSR  8” Pneumatic Spring Return BFV 

 B-1000-PSR  10” Pneumatic Spring Return BFV 

 B-1200-PSR  12” Pneumatic Spring Return BFV 

 

 For sizes above 12” please call for a quote 

 

 

 

 

PNEUMATIC ACTUATOR SOLENOIDS  
    

 PSOL-120VAC  120VAC Solenoid for Pneumatic Actuator 

 PSOL-24VAC  24VAC Solenoid for Pneumatic Actuator 

 PSOL-12VDC  12VDC Solenoid for Pneumatic Actuator 

 
Other solenoid voltages available. 

Call for price & availability. 

Also available with 
Lug style valve body. 

Call for quote. 

Also available with 
Lug style valve body. 

Call for quote. 

Mounts directly on actuator. 
 

Specify if valve is to be 
normally open 

or normally closed. 

Effective: 1-1-22 

Please 
call for 
pricing 

Please 
call for 
pricing 

Please 
call for 
pricing 



 PART# LIST DESCRIPTION LBS. 
VALVE STEM EXTENSIONS   
 
 VSE-0-24 220.00 24” Extension for 2”-5” BFV 7 
 VSE-0-36 238.00 36” Extension for 2”-5” BFV 10 
 VSE-0-48 258.00 48” Extension for 2”-5” BFV 13 
 VSE-0-60 284.00 60” Extension for 2”-5” BFV 16 
 VSE-0-72 325.00 72” Extension for 2”-5” BFV 19 
 
 VSE-1-12 230.00 12” Extension for 6”-12” BFV 7 
 VSE-1-24 240.00 24” Extension for 6”-12” BFV 10 
 VSE-1-36 259.00 36” Extension for 6”-12” BFV 13 
 VSE-1-48 286.00 48” Extension for 6”-12” BFV 16 
 VSE-1-60 327.00 60” Extension for 6”-12” BFV 20 
 VSE-1-72 396.00 72” Extension for 6”-12” BFV 24 
 
 VSE-2-24 449.00 24” Extension for 14” BFV 15 
 VSE-2-36 470.00 36” Extension for 14” BFV 20 
 VSE-2-48 523.00 48” Extension for 14” BFV 25 
 VSE-2-60 575.00 60” Extension for 14” BFV 30 
 VSE-2-72 641.00 72” Extension for 14” BFV 35 
 
 VSE-3-24 567.00 24” Extension for 16”-18” BFV 22 
 VSE-3-36 595.00 36” Extension for 16”-18” BFV 30 
 VSE-3-48 641.00 48” Extension for 16”-18” BFV 38 
 VSE-3-60 689.00 60” Extension for 16”-18” BFV 46 
 VSE-3-72 746.00 72” Extension for 16”-18” BFV 54 
 
 VSE-5-36 956.00 36” Extension for 20” BFV 40 
 VSE-5-48 1,056.00 48” Extension for 20” BFV 50 
 VSE-5-60 1,156.00 60” Extension for 20” BFV 60 
 VSE-5-72 1,268.00 72” Extension for 20” BFV 70 
 
 VSE-6-36 1,187.00 36” Extension for 24” BFV 50 
 VSE-6-48 1,302.00 48” Extension for 24” BFV 65 
 VSE-6-60 1,418.00 60” Extension for 24” BFV 80 
 VSE-6-72 1,547.00 72” Extension for 24” BFV 95 
 
 VSE-7 call for price Extension for 30” BFV 
 
 VSE-8 call for price Extension for 36” BFV 
 
 VSE-9 call for price Extension for 42” BFV 

 
 

DESIGNATE VALVE SIZE & OPERATOR TYPE WHEN ORDERING. 
BUSHINGS, KEYS, AND HARDWARE WILL BE INCLUDED. 

 
EXTENSIONS ARE INSTALLED ON VALVES AT NO CHARGE. 

 
CUSTOM LENGTHS CAN BE MANUFACTURED 

ON A PER ORDER BASIS. 
CALL FOR PRICING AND AVAILABILITY. 
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 PART# LIST DESCRIPTION 
VALVE STEM EXTENSION PARTS  
 
 BS-VSE-0-02 9.50 Bushing for 2”-3” BFV (1/2” I.D. X 3/4” O.D.) 
 
 BS-VSE-0-04 9.50 Bushing for old VSE-0 (3/4” I.D. X 7/8” O.D.) 

 
 GP-10x45 5.00 Grooved Pin for VSE 1 (10mm x 45mm) 
 

 
  
 
   The VSE-0 inner shaft changed from 7/8” I.D. 
   to 3/4” I.D. in 2019.  The new 3/4” inner shaft  
   uses the new 3/4” straight stub shaft below:  
 
 VSE-0-STUB-05 23.00 New style straight 3/4” x 3/4” shaft 

   for 4”-5” LHO 10 

   for 2”-5” WGO 0 (remove bushing in WGO & use 
      BS-VSE-0-02 on 2”-3” valve stem) 
 (3/4” x 3/4” straight)  for 2”-5” TNO 1 (remove bushing in TNO & use 
      BS-VSE-0-02 on 2”-3” valve stem) 
 
 
 
 VSE-1-STUB-08 23.00 for 6”  WGO 1 (remove bushing in WGO & use 
      BS-LHO-15-06 on valve stem) 
   for 6” TNO 2 (remove bushing in TNO & use 
      BS-LHO-15-06 on valve stem) 
   for 8” WGO 1 (use BS-LHO-15-08 on valve stem) 
   for 8” TNO 2 (use BS-LHO-15-08 on valve stem) 
 (1-1/8” X 1-3/8” step down) 
 
 
 VSE-1-STUB-12 23.00 for 10”  WGO 1 (remove bushing in WGO & use 
      BS-LHO-15-10 on valve stem) 
   for 10” TNO 2 (remove bushing in TNO & use 
      BS-LHO-15-10 on valve stem) 
   for 12”  WGO 1 
   for 12” TNO 2 
 (1-3/8” X 1-3/8” straight)  for 6”  LHO 15 (use LHO bushing on valve stem) 
   for 8”  LHO 15 (use LHO bushing on valve stem) 
   for 10”  LHO 15 (use LHO bushing on valve stem) 
   for 12” LHO 15 

1 1/8” 

1 3/8” 

Exploded view assembly example: VSE-1-36 on B-0800-W 

Stub Shaft Bushing 
VSE-1-36 Inner Shaft 

VSE-1-36 Outer Body 

WGO-1-08 

B-0800-S 

BS-LHO-15-08 VSE-1-STUB-06 

Connect with 
GP-10x45 Grooved Pin 

10mm x 45mm 

Connect with 
GP-10x45 Grooved Pin 

10mm x 45mm 
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 PART # LIST DESCRIPTION  
WORM GEAR OPERATORS – Above Ground with Hand Wheel  
 
 WGO-0-02/05-HW 188.00 WGO for 2”-5” with 6” HW 
 WGO-1-06/08-HW 214.00 WGO for 6”-8” with 8” HW 
 WGO-1-10/12-HW 252.00 WGO for 10”-12” with 12” HW 
 WGO-2-14-HW 330.00 WGO for 14” with 12” HW 
 WGO-3-16/18-HW 570.00 WGO for 16”-18” with 14” HW 
 WGO-4-20-HW 700.00 WGO for 20” with 18” HW 
 WGO-4-24-HW 700.00 WGO for 24” with 18” HW 
 

WORM GEAR OPERATORS – Buried Service  
 
 WGO-0-02/05-BS 204.00 WGO for 2” - 5” with 2” square nut 
 WGO-1-06/08-BS 232.00 WGO for 6” - 8” with 2” square nut 
 WGO-1-10/12-BS 274.00 WGO for 10” - 12” with 2” square nut 
 WGO-2-14-BS 362.00 WGO for 14” with 2” square nut 
 WGO-3-16/18-BS 620.00 WGO for 16” - 18” with 2” square nut 
 WGO-4-20-BS 728.00 WGO for 20” with 2” square nut 
 WGO-4-24-BS 728.00 WGO for 24” with 2” square nut 

 
TRAVELING NUT OPERATORS – with Hand Wheel and Indicator Plate  
 
 TNO-1-02/05-HW 254.00 TNO for 2”-5” with 6” HW 
 TNO-2-06/08-HW 290.00 TNO for 6” - 8” with 10” HW 
 TNO-2-10/12-HW 324.00 TNO for 10” - 12” with 12” HW 
 TNO-2-14-HW 410.00 TNO for 14” with 12” HW 
 TNO-3-16/18-HW 700.00 TNO for 16”-18” with 14” HW 
 
TRAVELING NUT OPERATORS – with Buried Service Plate and 2” Nut  
 
 TNO-1-02/05-BS 236.00 TNO for 2”-5” with 2” square nut 
 TNO-2-06/08-BS 268.00 TNO for 6” - 8” with 2” square nut 
 TNO-2-10/12-BS 308.00 TNO for 10” - 12” with 2” square nut 
 TNO-2-14-BS 390.00 TNO for 14” with 2” square nut 
 TNO-3-16/18-BS 680.00 TNO for 16”-18” with 2” square nut 
 
TRAVELING NUT OPERATOR PARTS - Buried Service  
 

 TNO-1-BSP 31.00 buried service plate for TNO-1 
 TNO-2-BSP 37.00 buried service plate for TNO-2 
 TNO-3-BSP 74.00 buried service plate for TNO-3 
 
 

 SN-0  28.00 2” square nut for TNO-1 
 SN-2  28.00 2” square nut for TNO-2 & TNO-3 
 
 

TRAVELING NUT OPERATOR PARTS - Above Ground Service  
 
 TNO-1-HC  31.00 housing cover with oil seal for TNO-1 
 TNO-2-HC  37.00 housing cover with oil seal for TNO-2 
 TNO-3-HC  74.00 housing cover with oil seal for TNO-3 
 
 TNO-1-IP  9.00 indicator plate with screws for TNO-1 

 TNO-2-IP  9.00 indicator plate with screws for TNO-2 
 TNO-3-IP  12.00 indicator plate with screws for TNO-3 
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LEVER HANDLE OPERATORS   
 

 LHO-05 43.00 Lever Handle Operator only for 2”-3” 

 LHO-10 49.00 Lever Handle Operator only for 4”-5” 

 LHO-15 74.00 Lever Handle Operator only for 6”-12” 

LEVER HANDLE OPERATOR PARTS  
 
 BS-LHO-15-06 11.00 Lever Handle Operator Bushing for 6” BFV 
 BS-LHO-15-08 11.00 Lever Handle Operator Bushing for 8” BFV 
 BS-LHO-15-10 11.00 Lever Handle Operator Bushing for 10” BFV 
 
 LHO-05-HANDLE 14.00 Handle for LHO-05 (built in pivot block) 
 LHO-10-HANDLE 14.00 Handle for LHO-10 (built in pivot block) 
 
 LHO-15-HANDLE 14.00 Rod Handle for LHO-15 
 
 PB-LHO-15 15.00 Pivot Block for LHO-15 
 
 PBB-LHO-05 18.00 Pivot Block Body for LHO-05 
 PBB-LHO-10 18.00 Pivot Block Body for LHO-10 
 PBB-LHO-15 18.00 Pivot Block Body for LHO-15 
 

SQUARE NUT OPERATORS   
 

 SNO-1 78.00 Square Nut Operator for 2”-5” BFV 
    (SNO-1-NUT has 3/4” bore, 6mm pin) 
 

 SNO-2 78.00 Square Nut Operator for 6”-8” BFV 

    (SNO-2-NUT has 1-3/8” bore, 10mm pin) 

 PART# LIST DESCRIPTION 

HAND WHEELS FOR WGO & TNO  
 

 HW-06 37.00 6” for WGO-0 and TNO-1 on 2”-5” 

 HW-08 43.00 8” for WGO-1 on 6”-8” 

 HW-10 47.00 10” for TNO-2 on 6”-8” 

 HW-12 56.00 12” for WGO-1 and TNO-2 on 10”-12” 

 HW-12B 56.00 12” for WGO-2 on 14” 

 HW-14 66.00 14” for WGO-3 and TNO-3 on 16”-18” 

 HW-18 86.00 18” for WGO-4 on 20”-24” 

A B C D E H K M N #

PART # WHEEL TAPER HUB PIN HOLE PIN HOLE SPOKE RIM HUB OUTSIDE HUB INSIDE NUM BER

DIAM LENGTH LENGTH POSITION DIAM TUBE DIAM TUBE DIAM DIAM BORE DIAM OF SPOKES

HW-06 6" 2.5 1.6 0.51 6mm 0.68 0.85 1.25 0.59 3

HW-08 8" 2.5 1.6 0.47 6mm 0.68 0.85 1.25 0.59 3

HW-10 10" 2.8 1.8 0.51 6mm 0.68 0.85 1.65 0.59 3

HW-12 12" 3.1 2.0 0.51 6mm 0.85 1.07 1.65 0.59 3

HW-12B 12" 3.1 2.0 0.63 8mm 0.85 1.07 1.65 0.75 3

HW-14 14" 3.1 2.0 0.63 8mm 0.85 1.07 1.65 0.75 3

HW-18 18" 3.1 2.0 0.63 8mm 0.85 1.07 2.25 1.02 3



WORM GEAR OPERATOR REPLACEMENT PARTS  

CONVERTING ABOVE GROUND WORM GEAR TO BURIED SERVICE 

REMOVE: 
 Indicator Plate Screws (17) 
 Indicator Plate (16) 
 Oil Seal (15) 
 Housing Cover (18) 
 Hand Wheel (HW) 

ADD: 
 BURIED SERVICE PLATE (BSP) 
 SQUARE NUT (SN) 

 PART# LIST SIZE DESCRIPTION 
KEY STOCK FOR WORM GEAR OPERATORS   
 
 KEY-03 7.00 3/16” to 1/8” step down FOR WGO-0 (2”-3” BFV) 

 KEY-04 7.00 3/16” square FOR WGO-0 (4”-5” BFV) 

 KEY-06 7.00 5/16” to 1/4” step down FOR WGO-1 (6” BFV) 

 KEY-08 7.00 5/16” square FOR WGO-1 (8” & 12” BFV) 

 KEY-10 7.00 5/16” x 3/8” rectangle FOR WGO-1 (10” BFV) 

 KEY-14 7.00 3/8” square FOR WGO-2 & WGO-3 (14”-18” BFV) 

 KEY-20 7.00 1/2” square FOR WGO-4 (20”-24” BFV) 
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BURIED SERVICE PARTS 

Exploded view of above ground 
worm gear operator with hand wheel 
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 PART# LIST DESCRIPTION 
WORM GEAR OPERATOR REPLACEMENT PARTS  
 

 BS-WGO-0-02 11.00 Bushing for WGO-0-02/05 (2” - 3” BFV) 

 BS-WGO-1-06 11.00 Bushing for WGO-1-06/08 (6” BFV) 

 BS-WGO-1-10 11.00 Bushing for WGO-1-10/12 (10” BFV) 
 

 BSP-0 16.00 Buried Service Plate for WGO-0 

 BSP-1 16.00 Buried Service Plate for WGO-1 

 BSP-2 19.00 Buried Service Plate for WGO-2 

 BSP-3 32.00 Buried Service Plate for WGO-3 

 BSP-4 60.00 Buried Service Plate for WGO-4 

 
 SN-0 28.00 2” Square Nut for WGO-0 & WGO-1 (19/32” bore, 6mm pin) 

 SN-2 28.00 2” Square Nut for WGO-2 & WGO-3 (3/4” bore, 8mm pin) 

 SN-4 36.00 2” Square Nut for WGO-4 (1” bore, 10mm pin) 

 

 WG-0 50.00 Worm Gear segment for WGO-0 (2”-5” BFV) (3/4” bore) 

 WG-1-08 56.00 Worm Gear segment for WGO-1 (6”-8” BFV) (1-1/8” bore) 

 WG-1-12 56.00 Worm Gear segment for WGO-1 (10”-12” BFV) (1-3/8” bore) 

 WG-2 63.00 Worm Gear segment for WGO-2 (14” BFV) (1-7/16” bore) 

 WG-3 117.00 Worm Gear segment for WGO-3 (16”-18” BFV) (1-5/8” bore) 

 WG-4-20 206.00 Worm Gear segment for WGO-4 (20” BFV) (2-1/2” bore) 

 WG-4-24 206.00 Worm Gear segment for WGO-4 (24” BFV) (3” bore) 

 

 WS-0 49.00 Worm Shaft for WGO-0 

 WS-1 63.00 Worm Shaft for WGO-1 

 WS-2 83.00 Worm Shaft for WGO-2 

 WS-3 100.00 Worm Shaft for WGO-3 

 WS-4 120.00 Worm Shaft for WGO-4 

PART #

ITEM # DESCRIPTION (replace X with WGO-0 WGO-1 WGO-2 WGO-3 WGO-4

WGO model#) 2"-5" 6"-12" 14" 16"-18" 20"-24"

01 ADJUSTING SCREW TWGO-X-01 1.26$       1.45$       2.09$       6.55$       7.62$       

02 ADJUSTING SCREW LOCK NUT TWGO-X-02 0.63$       0.63$       0.69$       0.92$       1.36$       

03 HOUSING TWGO-X-03 77.35$     107.98$   128.68$   146.69$   322.60$   

05 INPUT SHAFT COVER TWGO-X-05 12.35$     12.35$     15.47$     17.75$     21.63$     

06 INPUT SHAFT COVER SCREW TWGO-X-06 4.03$       4.03$       5.10$       5.10$       7.12$       

08 OIL SEAL FOR WORM SHAFT TWGO-X-08 3.28$       3.28$       4.03$       4.03$       5.10$       

09 GASKET TWGO-X-09 2.21$       2.21$       2.52$       2.52$       2.90$       

10 BALL BEARING TWGO-X-10 15.81$     15.81$     22.71$     22.71$     40.70$     

11 END COVER TWGO-X-11 10.96$     10.96$     15.31$     15.70$     20.35$     

12 END COVER SCREW TWGO-X-12 4.03$       4.03$       5.10$       5.10$       7.12$       

13 HOUSING COVER SCREW TWGO-X-13 5.10$       5.10$       5.10$       6.11$       6.11$       

14 0-RING FOR HOUSING COVER TWGO-X-14 1.95$       2.13$       3.88$       5.77$       7.79$       

15 OIL SEAL FOR WORM GEAR TWGO-X-15 13.17$     13.17$     14.24$     14.24$     47.82$     

16 INDICATOR PLATE TWGO-X-16 9.20$       12.03$     12.22$     15.31$     20.35$     

17 INDICATOR PLATE SCREW TWGO-X-17 0.28$       0.28$       0.35$       0.35$       0.35$       

18 HOUSING COVER     TWGO-X-18 18.08$     19.66$     36.19$     45.95$     65.02$     

19 GREASE FITTING TWGO-X-19 0.44$       0.44$       0.44$       0.44$       0.44$       

WORM GEAR MODEL NUMBER & TUF-SKIN VALVE SIZE

Part# example: TWGO-1-10 = BALL BEARING for WGO-1
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 PART# LIST DESCRIPTION LBS. 
CHECK VALVES – Wafer Style   
 

 CV-0200 124.00 2” Non-Slam Wafer Check 3 

 CV-0250 152.00 2.5” Non-Slam Wafer Check 4 

 CV-0300 162.00 3” Non-Slam Wafer Check 6 

 CV-0400 212.00 4” Non-Slam Wafer Check 11 

 CV-0500 290.00 5” Non-Slam Wafer Check 14 

 CV-0600 364.00 6” Non-Slam Wafer Check 19 

 CV-0800 520.00 8” Non-Slam Wafer Check 32 

 CV-1000 746.00 10” Non-Slam Wafer Check 53 

 CV-1200 994.00 12” Non-Slam Wafer Check 96 

 CV-1400 1,616.00 14” Non-Slam Wafer Check 121 

 CV-1600 2,156.00 16” Non-Slam Wafer Check 200 

 CV-1800 4,270.00 18” Non-Slam Wafer Check 300 

 CV-2000 5,620.00 20” Non-Slam Wafer Check 400 

 CV-2400 6,400.00 24” Non-Slam Wafer Check 500 

 

 

CHECK VALVE SPRING SETS   
 

 CV-0200-SP 12.00 Stainless Spring for 2” check valve 

 CV-0250-SP 12.50 Stainless Spring for 2.5” check valve 

 CV-0300-SP 13.00 Stainless Spring for 3” check valve 

 CV-0400-SP 15.00 Stainless Spring for 4” check valve 

 CV-0500-SP 21.00 Stainless Spring for 5” check valve 

 CV-0600-SP 26.00 Stainless Spring for 6” check valve 

 CV-0800-SP 35.00 Set of 2 Stainless Springs for 8” check valve 

 CV-1000-SP 42.50 Set of 2 Stainless Springs for 10” check valve 

 CV-1200-SP 50.00 Set of 2 Stainless Springs for 12” check valve 

 CV-1400-SP 65.00 Set of 2 Stainless Springs for 14” check valve 

 CV-1600-SP 75.00 Set of 2 Stainless Springs for 16” check valve 

 CV-1800-SP 88.00 Set of 2 Stainless Springs for 18” check valve 

 CV-2000-SP 107.00 Set of 2 Stainless Springs for 20” check valve 

 CV-2400-SP 139.00 Set of 3 Stainless Springs for 24” check valve 
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Universal Sales Tuf-Skin Valves 

Effective: 1-1-22 



FEATURES 
 

WAFER DESIGN: Shorter face to face dimension, lighter weight, easier installation, and greater strength 
than swing check valves.  150 PSI rating. 

 
SPRING CLOSING: Quick & silent spring action closes plates before pressure reversal takes place, preventing 

slamming and water hammer.  Tempered 316 stainless steel torsion springs are standard. 
 
STAINLESS PLATES: Standard on all sizes. 
 
RESILIENT SEAT: Buna-N elastomer bonded to valve body has high tensile strength, low compression set, 

and good resistance to aging.  Seat design incorporates integral flange gasket and 
abrasion protection for stop post. 

CHECK VALVE SPECIFICATIONS – Wafer Style   

PART # A B C D E

CV-0200 3.78 2.68 1.65 2.13 1.30

CV-0250 4.13 3.03 1.91 2.13 1.42

CV-0300 5.04 3.54 2.56 2.13 1.73

CV-0400 6.46 4.57 3.46 2.52 2.13

CV-0500 7.36 5.15 4.29 2.72 2.60

CV-0600 8.23 6.65 5.39 3.25 3.19

CV-0800 10.55 8.82 7.40 3.78 4.21

CV-1000 12.91 10.94 9.41 4.37 5.24

CV-1200 15.28 12.76 10.87 5.28 6.18

CV-1400 16.54 14.13 12.20 6.06 6.81

CV-1600 19.69 16.54 14.13 6.54 8.03

CV-1800 21.20 18.20 16.00 7.37 8.12

CV-2000 23.44 20.17 18.00 8.61 9.53

CV-2400 27.19 24.19 22.00 8.61 11.62

CHECK VALVE DIMENSIONS

ITEM # DESCRIPTION MATERIAL PART #

1 Body EPOXY COATED IRON CV-XXXX-BDY

2 Plate (set of 2) STAINLESS STEEL CV-XXXX-PLT

3 Hinge Pin STAINLESS STEEL CV-XXXX-HPN

Stop Pin STAINLESS STEEL CV-XXXX-SPN

Rubber Sleeve BUNA-N CV-XXXX-RUB

5 Spring (set) STAINLESS STEEL CV-XXXX-SP

6 Stop Post (on body) BUNA-N COATED IRON (on body)

7 Seat (on body) BUNA-N (on body)

- Washers on Hinge Pin TEFLON CV-XXXX-WSH

- Pin Retainer Screw s STEEL CV-XXXX-RTR

4

For part numbers, replace the XXXX w ith the CV model number.

Example: CV-0600-PLT = set of plates for CV-0600

CHECK VALVE PARTS
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PRIME PUMPS - 6”  “Little Sucker”  
 

Heavy duty aluminum alloy prime pump 
with steel support molded into diaphragm. 

Includes durable 1” male pipe thread ball check. 

Save 10% by buying in 
“6 PACK” packaging: 

 
6 UNITS PER BOX 

 
Approximately 54 Pounds = UPS 

 
6 PACK is easy to ship, receive, 

and warehouse. 

PART#  LIST DESCRIPTION  
 
TS6 180.00 Complete 6” diameter prime pump 
 
TS6-6PACK 972.00 (162.00 x 6) 6 pack of TS6 prime pumps 
 

TS6-1 60.00 Top casting for TS6 

TS6-2 62.00 Bottom casting for TS6 

TS6-3 42.00 Handle for TS6 (one piece with fulcrum) 

TS6-4* 22.00 1” male pipe thread ball check for TS6/TS9 

TS6-5 29.00 Diaphragm for TS6 

TS6-6 11.00 Stem for TS6 

TS6-7* 2.90 Exhaust valve for TS6/TS9 

TS6-8* 12.00 Handle pins with nuts for TS6/TS9 (set of 2) 

TS6-10* 17.00 Hardware for exhaust valve & housing (set) 

 

 * = Also compatible with TS9 prime pump. 
 
BV-0100* 24.00 1” brass Ball Valve (install below ball check) 

6” 
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Tuf-Skin’s unique 
easy to install 

diaphragm with 
flanged o-ring lip 

Effective: 1-1-22 
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PRIME PUMPS - 9”  “Big Sucker”  
 

Same high quality and economical design as the 6” version, 
with more volume for larger suction lines and faster priming. 

125% larger diaphragm than 6” pumps! 

9” Save 5% by buying in 
“3 pack” packaging: 

 
3 UNITS PER BOX 

 
Approximately 60 Pounds = UPS 

 
3 pack is easy to ship, receive, 

and warehouse. 

Epoxy Coated 
Aluminum 

Handle Rod 

Universal Sales FX: 888-998-7998 

PART#  LIST DESCRIPTION  
 
TS9 400.00 Complete 9” diameter prime pump 
 
TS9-3PACK 1,140.00 (380.00 x 3) 3 pack of TS9 prime pumps 
 

TS9-1 126.00 Top casting for TS9 

TS9-2 128.00 Bottom casting for TS9 

TS9-3 68.00 Fulcrum for TS9 

TS9-9 52.00 Handle rod for TS9 

TS6-4* 22.00 1” male pipe thread ball check for TS6/TS9 

TS9-5 53.00 Diaphragm for TS9 

TS9-6 11.00 Stem for TS9 

TS6-7* 2.90 Exhaust valve for TS6/TS9 

TS6-8* 12.00 Handle pins with nuts for TS6/TS9 (set of 2) 

TS6-10* 17.00 Hardware for exhaust valve & housing (set) 

 
 * = Also compatible with TS6 prime pump. 
 
 
BV-0100* 24.00 1” brass Ball Valve 

  (install below ball check) 



1/2” PLATE FLANGES (O.D. TUBE SIZE)  

1/2” PLATE FLANGES (I.P.S. PIPE SIZE)  

AWWA CLASS D PLATE FLANGES (I.P.S. PIPE SIZE)  
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PART # LIST EACH THICK I.D. B.C. # HOLES BOLT LBS  

FLG 0350 D 23.00   5/8  3.50 6     4  5/8 5.9 

FLG 0450 D 30.00   5/8  4.57 7 1/2 8  5/8 8.1 

FLG 0562 D 35.00   5/8  5.66 8 1/2 8  3/4 9.1 

FLG 0662 D 41.00  11/16 6.72 9 1/2 8  3/4 10.7 

FLG 0862 D 74.00  11/16 8.72 11 3/4 8  3/4 15.7 

FLG 1075 D 80.00  11/16 10.88 14 1/4 12  7/8 19.3 

FLG 1275 D 127.00  13/16 12.88 17     12  7/8 33.9 

FLG 1400 D 216.00  15/16 14.13 18 3/4 12 1 47.3 

FLG 1600 D 260.00 1       16.13 21 1/4 16 1 60.8 

FLG 1800 D 296.00 1  1/16 18.13 22 3/4 16 1 1/8 65.2 

FLG 2000 D 416.00 1  1/8  20.13 25     20 1 1/8 81.2 

FLG 2400 D 576.00 1  1/4  24.13 29 1/2 20 1 1/4 112.0 

FLG 3000 D 864.00 1  3/8  30.13 36     28 1 1/4 169.0 

FLG 3600 D 1,352.00 1  5/8  36.19 42 3/4 32 1 1/2 265.0 

PART # LIST EACH I.D. B.C. # HOLES BOLT LBS  

FLG 0200 15.00 2 4 3/4 4  5/8 3.5 

FLG 0250 18.00 2 1/2 5 1/2 4  5/8 4.5 

FLG 0300 21.00 3 6     4  5/8 5.3 

FLG 0400 27.00 4 7 1/2 8  5/8 6.9 

FLG 0500 32.00 5 8 1/2 8  3/4 8.0 

FLG 0600 37.00 6 9 1/2 8  3/4 9.0 

FLG 0800 46.00 8 11 3/4 8  3/4 12.6 

FLG 1000 60.00 10 14 1/4 12  7/8 16.3 

FLG 1200 84.00 12 17     12  7/8 22.5 

FLG 1400 119.00 14 18 3/4 12 1 26.5 

FLG 1600 138.00 16 21 1/4 16 1 31.0 

FLG 1800 156.00 18 22 3/4 16 1 32.0 

PART # LIST EACH I.D. B.C. # HOLES BOLT LBS  

FLG 0350 21.00 3 1/2 6     4  5/8 4.7 

FLG 0450 24.00 4 1/2 7 1/2 8  5/8 6.4 

FLG 0562 31.00 5 5/8 8 1/2 8  3/4 7.2 

FLG 0662 38.00 6 5/8 9 1/2 8  3/4 8.4 

FLG 0862 46.00 8 5/8 11 3/4 8  3/4 11.4 

FLG 1075 66.00 10 3/4 14 1/4 12  7/8 14.6 

FLG 1275 98.00 12 3/4 17     12  7/8 21.6 



BLIND PLATE FLANGES (1/2” Thick)  
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WELD ON THREADED FITTINGS  

Effective: 12-1-22 

WELD ON HALF COUPLERS 
Part# Description Length List 
WOHC 0025 0.25” FPT X Weld On 0.75” 1.40 
WOHC 0050 0.50” FPT X Weld On 0.75” 1.80 
WOHC 0075 0.75” FPT X Weld On 0.75” 2.00 
WOHC 0100 1” FPT X Weld On 1” 2.50 
WOHC 0125 1.25” FPT X Weld On 1” 4.10 
WOHC 0150 1.5” FPT X Weld On 1” 4.50 
WOHC 0200 2” FPT X Weld On 1.1” 6.00 
WOHC 0250 2.5” FPT X Weld On 1.6” 19.00 
WOHC 0300 3” FPT X Weld On 1.6” 21.00 
WOHC 0400 4” FPT X Weld  On 1.8” 30.00 
WOHC 0500 5” FPT X Weld  On 1.9” 70.00 
WOHC 0600 6” FPT X Weld  On 2” 85.00 
WOHC 0800 8” FPT X Weld  On 2.1” 190.00 
 

WELD ON TOE NIPPLES 
Part# Description Length List 
WOTN 0050 0.5” MPT X Weld On 2” 1.80 
WOTN 0075 0.75” MPT X Weld On 2” 2.20 
WOTN 0100 1” MPT X Weld On 2” 2.60 
WOTN 0125 1.25” MPT X Weld On 2” 4.40 
WOTN 0150 1.50” MPT X Weld On 2” 4.70 
WOTN 0200 2” MPT X Weld On 2” 5.90 
WOTN 0250 2.5” MPT X Weld On 2.5” 11.20 
WOTN 0300 3” MPT X Weld On 3” 16.50 
WOTN 0400 4” MPT X Weld On 3” 22.40 
WOTN 0500 5” MPT X Weld On 3” 30.70 
WOTN 0600 6” MPT X Weld On 3” 37.80 
WTON 0800 8” MPT X Weld On 4” 87.30 

PART # LIST EACH I.D. B.C. # HOLES BOLT LBS  

FLG 0200 B 22.00 blind 4 3/4 4  5/8 5.5 

FLG 0250 B 23.00 blind 5 1/2 4  5/8 6.0 

FLG 0300 B 30.00 blind 6     4  5/8 6.5 

FLG 0400 B 34.00 blind 7 1/2 8  5/8 9.0 

FLG 0500 B 43.00 blind 8 1/2 8  3/4 11.5 

FLG 0600 B 52.00 blind 9 1/2 8  3/4 13.5 

FLG 0800 B 86.00 blind 11 3/4 8  3/4 21.0 

FLG 1000 B 120.00 blind 14 1/4 12  7/8 27.8 

FLG 1200 B 156.00 blind 17     12  7/8 41.8 

FLG 1400 B 238.00 blind 18 3/4 12 1     51.0 

FLG 1600 B 320.00 blind 21 1/4 16 1     60.0 

FLG 1800 B 328.00 blind 22 3/4 16 1 1/8 71.0 

FLG 2000 B 456.00 blind 25 20 1 1/8 82.0 
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BOLT PACKS FOR WAFER STYLE BUTTERFLY VALVES  

Bolt packs are sized for Tuf-Skin valves with the indicated flange thickness. 
For other types of flanges, consult dimensional charts or call for quote. 

Part #

Valve 

Type

Valve 

Size

Flange 

Thickness Bolt size

Bolt 

Length

Bolt 

Qty

FW 

Qty

Nut 

Qty  List 

BP 0300        wafer bfv 2"-3" 1/2 -5/8 5/8 4 4 0 4

BP 0400        wafer bfv 4" 1/2 -5/8 5/8 4.5 8 0 8

BP 0800        wafer bfv 5"-8" 1/2 3/4 5 8 0 8

BP 1200        wafer bfv 10"-12" 1/2 7/8 5.5 12 0 12

BP 1400 wafer bfv 14" 1/2 1 6 12 0 12

BP 1600 wafer bfv 16" 1/2 1 7 16 0 16

BP 1800 wafer bfv 18" 1/2 1 1/8 8 16 0 16

9 16 0 16

2 8 0 0

10 16 0 16

2.5 8 0 0

5" 5/8

6"-8" 11/16

10" 11/16

12" 13/16

BP 1400 D wafer bfv 14" 15/16 1 6.5 12 0 12

BP 1600 D wafer bfv 16" 1 1 8 16 0 16

BP 1800 D wafer bfv 18" 1 1/16 1 1/8 9 16 0 16

10 16 0 16

2.5 8 0 0

12 16 0 16

3.5 8 0 0

BP 0300 VS wafer bfv 2"-3" 1 5/8 5 4 8 4

BP 0400 VS wafer bfv 4" 1.125 5/8 6 8 16 8

BP 0500 VS wafer bfv 5" 1.375 3/4 6 8 16 8

6" 1.62

8" 1.72

10" 1.82

12" 1.92

BP 1400 VS wafer bfv 14" 2 1 9 12 24 12

BP 1600 VS wafer bfv 16" 2 1 10 16 32 16

BP 1800 VS wafer bfv 18" 2 1 1/8 11 16 32 16

11 16 32 16

3.5 8 8 0

12 16 32 16

4 8 8 0

BP 2000 wafer bfv 20" 1/2 1 1/8

 Please 

call for 

prices 

BP 2400 wafer bfv 24" 1/2 1 1/4

BP 0800 D wafer bfv 3/4 5.5 8 0 8

BP 1200 D wafer bfv 7/8 6.5 12 0 12

BP 2000 D wafer bfv 20" 1 1/8 1 1/8

 Please 

call for 

prices 

BP 2400 D wafer bfv 24" 1 1/4 1 1/4

BP 0800 VS wafer bfv 3/4 7 8 16 8

BP 1200 VS wafer bfv 7/8 8 12 24 12

BP 2000 VS wafer bfv 20" 2 1 1/8

 Please 

call for 

prices 

BP 2400 VS wafer bfv 24" 2 1 1/4
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BOLT PACKS FOR LUG STYLE BUTTERFLY VALVES  

Part #

Valve 

Type

Valve 

Size

Flange 

Thickness Bolt size

Bolt 

Length

Bolt 

Qty

FW 

Qty

Nut 

Qty  List 

BP 0300 LUG lug bfv 2"-3" 1/2 5/8 1.25 8 0 0

BP 0400 LUG lug bfv 4" 1/2 5/8 1.5 16 8 0

BP 0800 LUG lug bfv 5"-8" 1/2 3/4 1.5 16 0 0

BP 1200 LUG lug bfv 10"-12" 1/2 7/8 2 24 24 0

BP 1400 LUG lug bfv 14" 1/2 1 2 24 12 0

BP 0300 LUG D lug bfv 2"-3" 5/8 5/8 1.5 8 4 0

BP 0400 LUG D lug bfv 4" 5/8 5/8 1.5 16 0 0

5" 5/8

6"-8" 11/16

10" 11/16

12" 13/16

BP 1400 LUG D lug bfv 14" 15/16 1 2.5 24 12 0

BP 0300 LUG VS lug bfv 2"-3" 1 5/8 2 8 8 0

BP 0400 LUG VS lug bfv 4" 1.125 5/8 2 16 16 0

BP 0500 LUG VS lug bfv 5" 1.375 3/4 2.5 16 16 0

BP 0600 LUG VS lug bfv 6" 1.62 3/4 2.75 16 16 0

BP 0800 LUG VS lug bfv 8" 1.72 3/4 3 16 16 0

BP 1000 LUG VS lug bfv 10" 1.82 7/8 3 24 24 0

BP 1200 LUG VS lug bfv 12" 1.92 7/8 3.5 24 24 0

BP 1400 LUG VS lug bfv 14" 2 1 3.5 24 24 0

 Please 

call for 

prices 

 Please 

call for 

prices 

 Please 

call for 

prices 

0BP 0800 LUG D lug bfv 3/4 1.75 16 8

0BP 1200 LUG D lug bfv 7/8 2 24 12

Bolt packs are sized for Tuf-Skin valves with the indicated flange thickness. 
For other types of flanges, consult dimensional charts or call for quote. 
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Part # Valve Type

Valve 

Size

Flange 

Thickness Bolt size

Bolt 

Length

Bolt 

Qty

FW 

Qty

Nut 

Qty  List 

BP 0300 CV wafer check 2"-3" 1/2 -5/8 5/8 5 4 0 4

BP 0400 CV wafer check 4" 1/2 -5/8 5/8 5 8 0 8

BP 0800 CV wafer check 5"-8" 1/2 3/4 6 8 0 8

BP 1200 CV wafer check 10"-12" 1/2 7/8 8 12 0 12

BP 1400 CV wafer check 14" 1/2 1 9 12 0 12

BP 1600 CV wafer check 16" 1/2 1 10 16 0 16

BP 1800 CV wafer check 18" 1/2 1 1/8 11 16 0 16

5" 5/8

6"-8" 11/16

10" 11/16

12" 13/16

BP 1400 CV D wafer check 14" 15/16 1 10 12 0 12

BP 1600 CV D wafer check 16" 1 1 11 16 0 16

BP 1800 CV D wafer check 18" 1 1/16 1 1/8 12 16 0 16

BP 2000 CV D wafer check 20" 1 1/8 1 1/8 14 20 0 20

BP 2400 CV D wafer check 24" 1 1/4 1 1/4 14 20 0 20

BP 0300 CV VS wafer check 2"-3" 1 5/8 6 4 8 4

BP 0400 CV VS wafer check 4" 1.125 5/8 7 8 16 8

5" 1.375

6" 1.62

BP 0800 CV VS wafer check 8" 1.72 3/4 9 8 16 8

10" 1.82

12" 1.92

BP 1400 CV VS wafer check 14" 2 1 12 12 24 12

BP 1600 CV VS wafer check 16" 2 1 13 16 32 16

BP 1800 CV VS wafer check 18" 2 1 1/8 14 16 32 16

BP 2000 CV VS wafer check 20" 2 1 1/8 16 20 40 20

BP 2400 CV VS wafer check 24" 2 1 1/4 15 20 40 20

 Please 

call for 

prices 

 Please 

call for 

prices 

 Please 

call for 

prices 

8

BP 1200 CV VS wafer check 7/8 11 12 24 12

BP 0600 CV VS wafer check 3/4 8 8 16

12BP 1200 CV D wafer check 7/8 9 12 0

8BP 0800 CV D wafer check 3/4 7 8 0

BOLT PACKS FOR TUF-SKIN CHECK VALVES  

Bolt packs are sized for Tuf-Skin valves with the indicated flange thickness. 
For other types of flanges, consult dimensional charts or call for quote. 



PART # LIST EACH

RG 0200

RG 0250

RG 0300

RG 0400

RG 0500

RG 0600

RG 0800

RG 1000

RG 1200

RG 1400

RG 1600

RG 1800

Please call 

for prices

GASKETS FOR FLANGES (red rubber 1/16” thick)  

FULL FACE 
GASKET 

RING 
GASKET 

PART # LIST EACH

FFG 0200

FFG 0250

FFG 0300

FFG 0400

FFG 0500

FFG 0600

FFG 0800

FFG 1000

FFG 1200

FFG 1400

FFG 1600

FFG 1800

Please call 

for prices

Universal Sales FX: 888-998-7998 ALL ABOVE = CODE A Page 29 Effective: 1-1-22 



BUTTERFLY VALVE SPECIFICATIONS – Lever Handle Operated  
 
 2” to 5” 6” to 12” 

We reserve the right to make product changes without notice.  We reserve the right to redesign, alter, 
or modify our products without incurring liability for customer’s inventory or future compatibility. 

VALVE A B C D E F H L K M OPERATOR REQUIRED

SIZE DIAM DIAM FACE BOLT SHAFT MODEL BUSHING

TO FACE CIRCLE DIAM

2 2.0 3.9 4.6 1.7 2.2 4.75 1/2 7.1 6.1 4.7 LHO-05

2 1/2 2.6 4.7 4.8 1.8 2.8 5.50 1/2 7.1 6.3 4.7 LHO-05

3 3.0 5.1 5.1 1.8 3.0 6.00 1/2 7.1 6.6 4.7 LHO-05

4 3.9 6.1 5.9 2.0 4.8 7.50 3/4 10.8 8.0 4.7 LHO-10

5 4.9 7.3 6.4 2.2 5.5 8.50 3/4 10.8 8.5 4.7 LHO-10

6 5.9 8.5 7.5 2.2 6.0 9.50 1 16.7 9.8 5.8 LHO-15 BS-LHO-15-06

8 8.0 10.5 8.5 2.4 7.4 11.75 1 1/8 16.7 11.9 5.8 LHO-15 BS-LHO-15-08

10 9.9 13.0 9.9 2.7 8.4 14.25 1 1/4 16.7 12.5 5.8 LHO-15 BS-LHO-15-10

12 11.7 14.7 11.8 3.1 9.4 17.00 1 3/8 16.7 14.4 5.8 LHO-15

# DESCRIPTION MATERIAL

5 DISC PIN STAINLESS STEEL

6 LEVER CAST IRON

- O-RINGS BUNA-N

- PRESSURE RATING = 150 PSI

# DESCRIPTION MATERIAL

1 BODY CAST IRON; EPOXY COATED

2 DISC 2" - 12" STAINLESS STEEL

3 RUBBER SEAT BUNA-N (Acrylonitrile Butadiene)

4 SHAFT STAINLESS STEEL
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BUTTERFLY VALVE SPECIFICATIONS – Worm Gear Operated  
 
 2” to 18” 20” to 24” 

VALVE A B C D E F H N P Q GEAR # OF REQUIRED

SIZE DIAM DIAM FACE BOLT SHAFT MODEL TURNS BUSHING

TO FACE CIRCLE DIAM

2 2.0 3.9 4.6 1.7 2.2 4.75 1/2 5.7 6.3 6 WGO-0 5 BS-WGO-0-02

2 1/2 2.6 4.7 4.8 1.8 2.8 5.50 1/2 5.9 6.3 6 WGO-0 5 BS-WGO-0-02

3 3.0 5.1 5.1 1.8 3.0 6.00 1/2 6.3 6.3 6 WGO-0 5 BS-WGO-0-02

4 3.9 6.1 5.9 2.0 4.8 7.50 3/4 7.1 6.3 6 WGO-0 5

5 4.9 7.3 6.4 2.2 5.5 8.50 3/4 7.5 6.3 6 WGO-0 5

6 5.9 8.5 7.5 2.2 6.0 9.50 1 8.8 8.1 8 WGO-1 7.5 BS-WGO-1-06

8 8.0 10.5 8.5 2.4 7.4 11.75 1 1/8 9.8 8.4 8 WGO-1 7.5

10 9.9 13.0 9.9 2.7 8.4 14.25 1 1/4 11.2 8.7 12 WGO-1 7.5 BS-WGO-1-10

12 11.7 14.7 11.8 3.1 9.4 17.00 1 3/8 13.2 8.7 12 WGO-1 7.5

14 12.9 16.5 13.8 3.1 10.8 18.75 1 7/16 15.2 9.9 12 WGO-2 7.5 LUG POINTS

16 15.0 19.1 14.2 4.0 12.3 21.25 1 5/8 15.7 10.0 14 WGO-3 12.5 (4 EACH SIDE)

18 17.0 21.2 15.0 4.5 13.6 22.75 1 5/8 16.5 10.0 14 WGO-3 12.5 BOLT X DEPTH

20 19.3 24.5 16.9 5.0 15.3 25.00 2 1/2 19.2 11.0 18 WGO-4 20 1-1/8 x 1.75

24 23.2 27.3 20.4 6.1 18.3 29.50 3 22.5 11.0 18 WGO-4 20 1-1/4 x 2.25

# DESCRIPTION MATERIAL

5 DISC PIN STAINLESS STEEL

6 GEAR BOX CAST IRON

7 HAND WHEEL STEEL TUBING

- O-RINGS BUNA-N

- PRESSURE RATING = 150 PSI
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Lug Points 
(4 each side of valve) 

We reserve the right to make product changes without notice.  We reserve the right to redesign, alter, 
or modify our products without incurring liability for customer’s inventory or future compatibility. 

# DESCRIPTION MATERIAL

1 BODY CAST IRON; EPOXY COATED

DISC 2" - 12" STAINLESS STEEL

DISC 14" - 24" DUCTILE IRON; EPOXY COATED

3 RUBBER SEAT BUNA-N (Acrylonitrile Butadiene)

4 SHAFT STAINLESS STEEL

2
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BUTTERFLY VALVE SPECIFICATIONS – Traveling Nut Operated  
 
 2” to 18” 

VALVE A B C D E F H N P Q GEAR # OF REQUIRED

SIZE DIAM DIAM FACE BOLT SHAFT MODEL TURNS BUSHING

TO FACE CIRCLE DIAM

2 2.0 3.9 4.6 1.7 2.2 4.75 1/2 7.0 7.3 6 TNO-1 27 BS-WGO-0-02

2 1/2 2.6 4.7 4.8 1.8 2.8 5.50 1/2 7.1 7.3 6 TNO-1 27 BS-WGO-0-02

3 3.0 5.1 5.1 1.8 3.0 6.00 1/2 7.5 7.3 6 TNO-1 27 BS-WGO-0-02

4 3.9 6.1 5.9 2.0 4.8 7.50 3/4 8.3 7.3 6 TNO-1 27

5 4.9 7.3 6.4 2.2 5.5 8.50 3/4 8.8 7.3 6 TNO-1 27

6 5.9 8.5 7.5 2.2 6.0 9.50 1 10.0 10.3 10 TNO-2 38.5 BS-WGO-1-06

8 8.0 10.5 8.5 2.4 7.4 11.75 1 1/8 11.0 10.3 10 TNO-2 38.5

10 9.9 13.0 9.9 2.7 8.4 14.25 1 1/4 14.2 10.3 12 TNO-2 38.5 BS-WGO-1-10

12 11.7 14.7 11.8 3.1 9.4 17.00 1 3/8 14.4 10.3 12 TNO-2 38.5

14 12.9 16.5 13.8 3.1 10.8 18.75 1 7/16 16.4 10.3 12 TNO-2 38.5

16 15.0 19.1 14.2 4.0 12.3 21.25 1 5/8 17.0 10.0 14 TNO-3 27

18 17.0 21.2 15.0 4.5 13.6 22.75 1 5/8 17.8 10.0 14 TNO-3 27

# DESCRIPTION MATERIAL

5 DISC PIN STAINLESS STEEL

6 GEAR BOX CAST IRON

7 HAND WHEEL STEEL TUBING

- O-RINGS BUNA-N

- PRESSURE RATING = 150 PSI

We reserve the right to make product changes without notice.  We reserve the right to redesign, alter, 
or modify our products without incurring liability for customer’s inventory or future compatibility. 

# DESCRIPTION MATERIAL

1 BODY CAST IRON; EPOXY COATED

DISC 2" - 12" STAINLESS STEEL

DISC 14" - 18" DUCTILE IRON; EPOXY COATED

3 RUBBER SEAT BUNA-N (Acrylonitrile Butadiene)

4 SHAFT STAINLESS STEEL

2
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BUTTERFLY VALVE SPECIFICATIONS – LUG STYLE – WGO  
 
 2” to 18” 

VALVE A B D E F H N P Q GEAR # OF REQUIRED K

SIZE DIAM DIAM FACE BOLT SHAFT MODEL TURNS BUSHING BOLT

TO FACE CIRCLE DIAM DIAM

2 2.0 6.5 1.7 2.5 4.75 1/2 5.7 6.3 6 WGO-0 5 BS-WGO-0-02 5/8

2 1/2 2.6 7.3 1.8 3.0 5.50 1/2 5.9 6.3 6 WGO-0 5 BS-WGO-0-02 5/8

3 3.0 7.5 1.8 3.5 6.00 1/2 6.3 6.3 6 WGO-0 5 BS-WGO-0-02 5/8

4 3.9 9.0 2.0 4.3 7.50 3/4 7.1 6.3 6 WGO-0 5 5/8

5 4.9 10.1 2.2 5.0 8.50 3/4 7.5 6.3 6 WGO-0 5 3/4

6 5.9 11.2 2.2 5.5 9.50 1 8.6 8.1 8 WGO-1 7.5 BS-WGO-1-06 3/4

8 8.0 13.5 2.4 6.9 11.75 1 1/8 9.8 8.4 8 WGO-1 7.5 3/4

10 9.9 16.0 2.7 8.0 14.25 1 1/4 11.2 8.7 12 WGO-1 7.5 BS-WGO-1-10 7/8

12 11.7 19.0 3.1 9.5 17.00 1 3/8 13.2 8.7 12 WGO-1 7.5 7/8

14 12.9 21.0 3.1 10.8 18.75 1 7/16 13.8 9.9 12 WGO-2 7.5 1

16 15.0 23.8 4.0 12.3 21.25 1 5/8 14.2 10.0 14 WGO-3 12.5 1

18 17.0 25.0 4.5 13.6 22.75 1 5/8 15.0 10.0 14 WGO-3 12.5 1 1/8

# DESCRIPTION MATERIAL

1 BODY CAST IRON; EPOXY COATED

DISC 2" - 12" STAINLESS STEEL

DISC 14" - 18" DUCTILE IRON; EPOXY COATED

3 RUBBER SEAT BUNA-N (Acrylonitrile Butadiene)

4 SHAFT STAINLESS STEEL

2

# DESCRIPTION MATERIAL

5 DISC PIN STAINLESS STEEL

6 GEAR BOX CAST IRON

7 HAND WHEEL STEEL TUBING

- O-RINGS BUNA-N

- PRESSURE RATING = 150 PSI
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We reserve the right to make product changes without notice.  We reserve the right to redesign, alter, 
or modify our products without incurring liability for customer’s inventory or future compatibility. 

Effective: 1-1-22 



2" FLG-0200 6.00 2.06 4.75 3/4 4 1/2 3.5

2.5" FLG-0250 7.00 2.56 5.50 3/4 4 1/2 4.5

3" IPS FLG-0350 7.50 3.57 6.00 3/4 4 1/2 4.7

3" FLG-0300 7.50 3.06 6.00 3/4 4 1/2 5.3

4" IPS FLG-0450 9.00 4.57 7.50 3/4 8 1/2 6.4

4" FLG-0400 9.00 4.06 7.50 3/4 8 1/2 6.9

5" IPS FLG-0562 10.00 5.66 8.50 7/8 8 1/2 7.2

5" FLG-0500 10.00 5.06 8.50 7/8 8 1/2 8.0

6" IPS FLG-0662 11.00 6.72 9.50 7/8 8 1/2 8.4

6" FLG-0600 11.00 6.06 9.50 7/8 8 1/2 9.0

8" IPS FLG-0862 13.50 8.72 11.75 7/8 8 1/2 11.4

8" FLG-0800 13.50 8.06 11.75 7/8 8 1/2 12.6

10" IPS FLG-1075 16.00 10.88 14.25 1 12 1/2 14.6

10" FLG-1000 16.00 10.06 14.25 1 12 1/2 16.3

12" IPS FLG-1275 19.00 12.88 17.00 1 12 1/2 21.6

12" FLG-1200 19.00 12.06 17.00 1 12 1/2 22.5

2" BLIND FLG-0200-B 6.00 BLIND 4.75 3/4 4 1/2 5.5

2.5" BLIND FLG-0250-B 7.00 BLIND 5.50 3/4 4 1/2 6.0

3" BLIND FLG-0300-B 7.50 BLIND 6.00 3/4 4 1/2 6.5

4" BLIND FLG-0400-B 9.00 BLIND 7.50 3/4 8 1/2 9.0

5" BLIND FLG-0500-B 10.00 BLIND 8.50 7/8 8 1/2 11.5

6" BLIND FLG-0600-B 11.00 BLIND 9.50 7/8 8 1/2 13.5

8" BLIND FLG-0800-B 13.50 BLIND 11.75 7/8 8 1/2 21.0

10" BLIND FLG-1000-B 16.00 BLIND 14.25 1 12 1/2 27.8

12" BLIND FLG-1200-B 19.00 BLIND 17.00 1 12 1/2 41.8

14" BLIND FLG-1400-B 21.00 BLIND 18.75 1 1/8 12 1/2 51.0

16" BLIND FLG-1600-B 23.50 BLIND 21.25 1 1/8 16 1/2 60.0

18" BLIND FLG-1800-B 25.00 BLIND 22.75 1 1/4 16 1/2 71.0

20" BLIND FLG-2000-B 27.50 BLIND 25.00 1 1/4 20 1/2 82.0

SIZE PART # O.D. THICK LBS.I.D.

B.C. 

DIAM

B.H. 

DIAM

NO. 

B.H.

1/2" CARBON STEEL BLIND FLANGES

1/2" CARBON STEEL FLANGES

FLANGE DIMENSIONS 
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2" IPS FLG-0225-D 6.00 2.44 4.75 3/4 4 5/8 4.1

2.5" IPS FLG-0275-D 7.00 2.94 5.50 3/4 4 5/8 5.4

3" IPS FLG-0350-D 7.50 3.57 6.00 3/4 4 5/8 5.9

4" IPS FLG-0450-D 9.00 4.57 7.50 3/4 8 5/8 8.1

4" FLG-0400-D 9.00 4.06 7.50 3/4 8 5/8 8.5

5" IPS FLG-0562-D 10.00 5.66 8.50 7/8 8 5/8 9.1

5" FLG-0500-D 10.00 5.06 8.50 7/8 8 5/8 9.6

6" IPS FLG-0662-D 11.00 6.72 9.50 7/8 8 11/16 10.7

6" FLG-0600-D 11.00 6.06 9.50 7/8 8 11/16 12.0

8" IPS FLG-0862-D 13.50 8.72 11.75 7/8 8 11/16 15.7

8" FLG-0800-D 13.50 8.06 11.75 7/8 8 11/16 17.1

10" IPS FLG-1075-D 16.00 10.88 14.25 1 12 11/16 19.3

10" FLG-1000-D 16.00 10.06 14.25 1 12 11/16 22.0

12" IPS FLG-1275-D 19.00 12.88 17.00 1 12 13/16 33.9

12" FLG-1200-D 19.00 12.06 17.00 1 12 13/16 37.9

14" FLG-1400-D 21.00 14.13 18.75 1 1/8 12 15/16 47.3

16" FLG-1600-D 23.50 16.13 21.25 1 1/8 16 1 60.8

18" FLG-1800-D 25.00 18.13 22.75 1 1/4 16 1 1/16 65.2

20" FLG-2000-D 27.50 20.13 25.00 1 1/4 20 1 1/8 81.2

22" FLG-2200-D 29.50 22.19 27.25 1 3/8 20 1 3/16 90.8

24" FLG-2400-D 32.00 24.13 29.50 1 3/8 20 1 1/4 112.0

26" FLG-2600-D 34.25 26.13 31.75 1 3/8 24 1 5/16 132.0

28" FLG-2800-D 36.50 28.13 34.00 1 3/8 28 1 5/16 148.0

30" FLG-3000-D 38.75 30.13 36.00 1 3/8 28 1 3/8 169.0

36" FLG-3600-D 46.00 36.19 42.75 1 5/8 32 1 5/8 265.0

42" FLG-4200-D 53.00 42.13 49.50 1 5/8 36 1 3/4 401.0

48" FLG-4800-D 59.50 48.19 56.00 1 5/8 44 1 7/8 474.0

54" FLG-5400-D 66.25 54.13 62.75 1 7/8 44 2 1/8 627.0

60" FLG-6000-D 73.00 60.13 69.25 1 7/8 52 2 1/4 760.0

AWWA CLASS "D" CARBON STEEL FLANGES

SIZE PART # O.D. THICK LBS.I.D.

B.C. 

DIAM

B.H. 

DIAM

NO. 

B.H.

SHADED ITEMS ARE NOT STOCKED = SPECIAL ORDER ONLY

FLANGE DIMENSIONS 
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TERMS AND CONDITIONS 
 
TERMS: 

Net 10th of month following the invoice date.  A 1 1/2% per month service 
charge will be added to all past due accounts. 
 

CREDIT: 
Credit approval for an open account and discount eligibility must be established 
prior to initial order.  COD may be requested for accounts with credit 
applications in process.  Shipments will be held on established accounts with an 
unsatisfactory payment status. 
 

PRICES: 
We reserve the right to change prices without notice.  However, we will 
endeavor to announce price changes 30 days prior to the date of effectiveness.  
Unless noted otherwise on our sales acknowledgment, prices are those in effect 
at time of shipment. 
  

SHORTAGES: 
All claims such as pricing, shortages, returns, etc. must be made within 1 day 
from receipt of shipment in writing.  All shortages should be identified by giving 
us the sales order or invoice number and date on which merchandise was 
received.  Please take digital pictures of the shipment for us to review.  No debit 
memo will be accepted until final disposition is determined and factory credit 
memo is issued. 
 

PRODUCT DESIGN: 
Manufacturer reserves the right to redesign, alter, or modify its products 
without incurring liability for customer's inventory or future repair problems. 
  

DEFECTIVE MATERIALS: 
Contact sales office for field inspection prior to any disposition of material.  
Take digital pictures and send them to us for review.  No debit memos, freight 
charges, returns, etc. will be honored without corporate authorization. 
  

MERCHANDISE RETURNED FOR CREDIT: 
No merchandise will be accepted without prior approval from Universal Sales.  
All materials approved for return shall be returned freight prepaid and are 
subject to a 20% restocking charge. 
  

DAMAGED FREIGHT: 
Products are packaged and accepted by the freight forwarder in undamaged 
condition.  Do not sign for damaged freight without noting damages on the 
waybill.  Notify Universal Sales headquarters immediately for instructions on 
how to proceed.  Take digital pictures and send them to us for review. 

92311 Booth Street ~ Junction City, OR 97448 ~ PH (541) 998-9999 ~ FX (541) 998-9998 

Universal Sales 
 

Tuf-Skin Valves     sales@universalsales.biz 


